A research attempt was made to design a CLSM mix that can be used as bedding and haunch material for a pipeline, by using the native soil as fine aggregate. Several CLSM mix designs were attempted using native high plasticity clay as fine aggregate material. Comprehensive material characterization studies including flowability to strength tests were performed. These results were analyzed to address the applicability of each mix to serve as pipe bedding/backfilling zones in a pipeline construction. Both flowability and density test results are first evaluated and as a result several mixes are formulated. These mixes were further subjected to engineering characterization related studies and this paper presents these test results. Setting time, strength and stiffness results as well as excavatability evaluations of these mixtures are covered as a part of these studies. These results indicate that the CLSMs can be produced using native high plasticity soils with strength properties always matching specified requirements. Certain relaxation on setting time periods could further help in developing economical mix designs. CLSMs that meet project specifications are recommended for field implementation.
INTRODUCTION AND BACKGROUND
Sustainability is becoming a key aspect in major construction projects as developing sustainable or utilization of native or reusable materials can substantially reduce project costs and minimize negative impacts on the environment (Puppala and Hanchanloet, 1999; Abreu et al., 2008; Chittoori et al., 2012) . The research team at The University of Texas at Arlington is making one such attempt for a major pipeline construction project; by developing a sustainable Controlled Low Strength Material (CLSM) using in situ excavated high plasticity material prevalent along the pipeline alignment (Puppala et al., 2007 , Puppala et al., 2012 ).
The present research study focused on the development of CLSM mix-designs using native high plastic clay materials present along the pipeline alignment. If successful, the clay based CLSMs will enhance sustainability aspects of major construction projects by reutilization of large amounts of excavated fine clayey soils. Reutilization of excavated materials will positively impact both economic and environmental issues as landfilling these materials is both expensive and raises vehicle emissions due to transportation of material from site to landfill. Reutilizing the excavated material can, also minimize other issues such as damage to local city pavements around the construction project site due to constant use by the dump trucks. Hence, the development of native clay based CLSMs is an appropriate sustainable solution to this problem.
The mix designs in detail along with the literature available on various natural and manmade materials that can be utilized in the CLSM mix designs are extensively covered by Kumar et al. (2007) and Raavi (2012) . Details of the research investigations were also summarized in Raavi (2012) and these indicate that a laboratory mix design was attempted to develop CLSMs using native clays as fine aggregate materials.
As a part of the research several tests including flow, density, strength and excavatability related tests were conducted on CLSMs mixed with fat clays (CH alone) and a mixture of fat and lean clays (CL and CH material mixture). Main focus of the analysis was centered on whether the CLSMs designed have characteristics that are expected of traditional CLSMs to be used in pipe bedding and pipe zone materials. This present paper covers undrained shear strength test results obtained by performing unconfined compression strength (UCS) tests along with the interpretation of stiffness properties and excavatability assessments of the same CLSM mixes.
MATERIALS AND METHODS
Two different soils from sites A and B locations along the proposed pipeline alignment were selected in this research. Soil from site A was classified as low plastic clay (CL), while the one from site B was classified as high plastic soil. Table 1 presents the gradation and plasticity characteristics of these soils. Using these two soils, two types of fine aggregates were prepared to be used as an ingredient in CLSM mix design in place of conventional fine aggregates such as Foundry sand or ASTM C-33 Sand. The first type is termed as Soil A and it consists of high plastic soil alone from site A while the second type, termed as Soil B, consisted of a combination of high and low plastic soils from sites A and B in 1:1 ratio.
Cement, lime and fly ash were used as binders, individually and in combinations with varying proportions. Portland cement Type I/II, quick lime and Class C Fly Ash were used in this research. The Class C fly ash contained about 30% Calcium Oxide (Cao) and 55% Silica (SiO2) along with other minor constituents. Also, a non-chloride set accelerator, calcium formate (C2H2CaO4), was added to some of the CLSM mix designs to further investigate the changes in performance of CLSMs when set accelerators were used to reduce the setting time of these mixes. Table  2 lists all the notations used for different CLSM mixes prepared in this research.
Test Procedures
The strength of the CLSM samples was determined by conducting Unconfined Compression Strength (UCS) test which gives a quick and reliable indication of the strength of the prepared sample. UCS test was conducted as per ASTM D2166. Another important aspect that needs to be tested is 'setting time' which determines the time lag between the lifts of CLSM layers placed during construction. This was determined using Vicat apparatus as per ASTM C403 method. Both these test procedures are explained in detail in the following sections.
Unconfined Compressive Strength Test
The CLSM samples prepared here were subjected to unconfined compressive strength (UCS) testing as per ASTM D 2166 method at 7 and 28 days. The cylindrical specimens were prepared by pouring the representative mix material into single-use plastic casting molds; dimensions of these molds are 15 cm height and 7.5 cm diameter with a cross-section area of 176.6 cm 2 . The maturation begun on a countertop for seven days, and then under saturated conditions into the humidity controlled room for twenty one days. For each CLSM mix, the UCS was calculated by taking average from tests on two identical specimens. Tests were conducted at seven and twenty-eight days of maturation, immediately after removing specimens from the casting molds. Also, the loading rate was maintained at 1% strain per minute or 1.42 mm/min.
Setting Time
ASTM C 403 procedure was followed for evaluating the setting time for all the mix designs; this procedure measured the time required for the material to resist 2.5 cm penetration of Vicat's needle. The apparatus for this test included a plastic conical mold, a plastic plate, a sampling and mixing receptacle, a filling apparatus, a plunger, a penetration needle, and a pipette. The container used was a plastic conical mold with bottom diameter of 7 cm and a top diameter of 6 cm, and a length of 4 cm. The mold was non-absorptive, rigid and watertight. The penetration needle used a plunger that can apply loads of 7 kPa. The conical plate and the plastic plate assembly was placed on a flat level surface, and the components were held together firmly while filling the material. The CLSM material was thoroughly mixed in the receptacle and then poured in to the conical mold until it was filled. The excess material was removed by using a straightedge.
Just prior to starting the penetration test, the water bled from the surface was removed with the help of the pipette. The needle assembly was placed in contact with the surface of the tested specimen, and it was then released to start the test. The readings were taken until the depth of penetration retarded to twenty five mm from the mold surface, avoiding the areas where the CLSM has been disturbed by previous trails, as required by the ASTM test procedure. The time required for achieving that penetration was recorded as the setting time.
ANALYSIS OF TEST RESULTS
Test results obtained from the experimental program are comprehensively evaluated here to determine their compressive strength, elastic moduli, setting time and excavatability issues of the various CLSM mixes designed in the present experimental program. It should be noted here that in this study sustainability analysis was not performed to assess the economic, environmental and social advantages of using native soil CLSMs versus conventional CLSMs. However, a detailed discussion on the relative advantages and disadvantages of using treated native materials versus imported materials was presented in Puppala et al. (2012) .
Unconfined Compressive Strength (UCS) Results
UCS tests were performed on duplicate samples for each soil/binder combinations. For a mix to be considered successful and further verified to be used as pipe bedding and haunch material, it should meet target strength of a minimum of 483 kPa (70 psi) to a maximum of 1,034 kPa (150 psi) after 28 days as per TRWD specifications. Several trial mixes were prepared to determine the optimum dosage of binder at the optimum water content as obtained from flow test results to achieve a required minimum strength of 483 kPa (70 psi). The minimum strength was specified by the owners as per the pipeline bedding material specification.
Several CLSM mixes were prepared and tested using lime, cement and fly ash binders, both individually and in combinations for both type-A and type-B soils. As explained earlier, type-A soils consist of high plasticity soils alone used as fine aggregates in the CLSMs. Type-B soils contain combined high plasticity and low plasticity soils in 1:1 proportion and these soils are used as fine aggregates for CLSMs. A total of 26 CLSM mix designs were performed which includes 13 different mixes each for type-A and type-B soils, respectively. The UCS values obtained from UCS tests at 7-days and 28-days of curing are presented in Table 3 and Table 4 for type-A and type-B soils, respectively.
The CLSM mixes using 20% lime and 30% fly ash binders as standalone binders did not yield required minimum strengths after 28 days of curing, hence these mixes with sole binders are not recommended for the CLSMs for the present construction. Cement binder and its dosages ranging from 6% to 15%, on the other hand, yielded strengths higher than the minimum UCS values. Hence, lime and fly ash binders are used in conjunction with cement binder in a few other CLSMs, which yielded required strengths at lower dosage quantities.
Effect of Binder Type
Figures 1(a) and 1(b) present a comparison plot to illustrate the effects of binder type on CLSMs prepared with Type-A and Type-B soils respectively. It can be observed from these figures that samples with lime as co-stabilizer along with cement had resulted in higher strengths to mixes than those prepared with the same percentage of fly ash and cement. This type of behavior is normal as lime has higher calcium content when compared to fly ash and this assists in developing higher amounts of pozzolanic compounds which in turn give better strength development. It should be noted here that direct comparisons could not be made among individual binder types without combinations, as lime and fly ash stabilizers alone did not yield tangible strengths.
Effect of Binder Dosage
Figures 2(a) and 2(b) present a comparison plot to illustrate the effects of Cement binder and its dosages on CLSMs prepared with both type-A and type-B soils, respectively. It can be observed from these figures that Cement dosage amount has increased the UCS values. This is expected as higher cement content in a CLSM facilitates an increased pozzolanic activity and related pozzolanic strength compound formation that resulted in enhanced strengthening of the soil sample.
CLSM Stiffness
The elastic modulus of the CLSM material was obtained as the secant modulus at 50% of peak strength (E50) from the stress-strain plots obtained from UCS tests. Since the novel CLSM material will be used as bedding material for a buried flexible pipe, the elastic modulus values are converted to a corresponding Constrained Modulus or Modulus of soil reaction (E') as per the Equation 1 (Howard, 1977) . As per Howard (1977) , the E' values for a well compacted bedding layer can be as high as 20.7 MPa (3000 psi) and a minimum value of 4.8 MPa (700 psi) is typically recommended for compacted soil layers used as bedding materials. In this research, since the intent is to use cementitious CLSMs as bedding layers, a minimum stiffness value of 20.7 MPa (3000 psi) is targeted for satisfactory performance and selection of CLSMs.
Where Tables 5 and 6 present secant elastic modulus (E50) and the constrained modulus (E') for all CLSM mixes for type-A and type-B soils, respectively. The calculations are made on the UCS tests conducted on CLSM specimens cured at twenty-eight days. The range of the secant elastic moduli determined for the present CLSM mixes was 54 to 240 times the corresponding compressive strength at 28 days of curing. Kim et al. (2011) found that E50 values for rubber-added flowable fill material ranged between 87 to 172 times the UCS values. Another study conducted by Tang et al. (1996) , which investigated the use of air-foam added light weight soils in CLSM mix design, showed E50 values in the range of 40 to 260 times the UCS. Therefore, the stiffness values obtained in this study are well within the expected range for CLSM materials. shows that mixes B_C6, B_C10, B_C5_L10, B_C5_L10_S1, B_C5_L15_S1 are acceptable from the strength and stiffness perspectives. This indicates that for high plasticity clays of Type A, higher dosages of cement treatments are needed to make the mixes to meet CLSM properties whereas for mixed plasticity clays of Type B, both cement and lime additives and their combinations would help in achieving targeted CLSM properties.
Effect of Additive Type and Dosage
In order to study the effects of additive type and dosage on both strength and stiffness of the CLSM material, the ratio between the Constrained Modulus and UC strength (E 1 /qu) for various mixes is calculated and plotted against lime and cement dosage contents for both soil type mixes. Figure 4 presents the influence of cement content on the stiffness to strength ratio for both type A and type B soils, while Figure 5 presents the effects of lime content on the same ratio for both soil mixtures. Observations made in the case of the UCS strength trends are also valid for the ratios as the cement content increase resulted in an increase in stiffness to strength ratio while the lime content This is an author-produced, peer-reviewed version of this article. The final, definitive version of this document can be found online at Journal of Materials in Civil Engineering, published by the American Society of Civil Engineers. Copyright restrictions may apply. doi: 10.1061/(ASCE) MT.1943-5533.0000965 addition has resulted in the decrease of this ratio. This reconfirms that cement treatment enhancements for both ultimate strength and elastic moduli of soil mixtures are larger than the lime treatments due to increased pozzolanic activity of this additive.
Setting Time
Another important aspect that should be studied while designing CLSM mix is the time period at which the mix would reach an initial strength value that allows for the placement of the next lift or layer. This aspect is especially important during construction as this determines how time for the placement of the next CLSM layer. This parameter is known as 'setting time' and can be determined by several laboratory test procedures. In this research, Vicat's needle and test method was used and the test procedure followed was explained in the previous sections. These tests were conducted on each mix to determine its setting time and assess whether the results meets the required specifications. The specifications followed for pipeline trench construction require a setting time of less than five hours.
Due to the high water content needed to meet the flowability requirement of the CLSMs prepared with native clays, the researchers noted that all CLSM mixes without any chemical set accelerator did not pass the set time requirement. Table 7 presents various setting times measured for different CLSM mix proportions without any set accelerator being used. From this table it can be observed that mixes with the cement as binder have lower setting times, as expected, because of the early strength gaining with the cement treatment. Overall, all three additives used in this research did not result in CLSM mixes that satisfy the setting time requirement.
Set accelerators are considered and added to select mix proportions whose 28 days strengths achieved the target values (483 to 1,034 kPa). As an initial attempt, set accelerator amount of 8% by dry weight of total chemical additive was used in the CLSM preparation. Setting times measured on these CLSMs did not meet required time period of five hours or less. Hence, a second attempt was made by increasing the dosage to 8% of total dry soil amount which is about 50 to 70% of the chemical additive, depending on the amount of chemical additive. Table 8 presents the various setting times measured for different CLSM mix proportions with S1 set accelerator. It can be observed from this table that some of the CLSMs measured setting times close to 5 hours. However, it should be noted here that the amount of set accelerators used in these mixes was high and this could result in expensive CLSM mix designs. Hence, it would be efficient to relax the setting time requirements by adjusting the construction operation and thereby reducing the use of set accelerators in the CLSM mix design.
Since addition of set accelerators can alter the chemical reactions within the CLSMs, it is necessary to reexamine the strength behavior of the CLSM mixes treated with set accelerators. UCS tests were conducted on mixes with and without set accelerator dosages and test results are compared here. It is reported that accelerating admixture increases the reactivity and hydration of C2S forming CSH (calcium silica hydrate) gel and thereby increasing the rate of chemical and pozzolanic reactions and hence result in faster improvements in strengths of the CLSMs. This observation is in agreement with those reported by Ramachandran (1984) .
For type A mixes, the UCS data of the two mixes with cement as sole binder treatment (A_C10_S1, and A_C15_S1), was increased by 62.5% and 54.4%, respectively; for the same mixes with a combination of cement and lime as binder treatment (A_C5L10_S1, and A_C5L15_S1), the UCS results were enhanced by 25.7% and 18.0%, respectively (see Figure 6(a) ). For soil B mixes (see Figure 6(b) ), the set accelerator increased UCS values by 68.3% (B_C10), exceeding the TRWD required UCS value. For soil B mixes with lime and cement as additive treatments, UCS was increased by 16.4% (B_C5L10), and by 33.3% (B_C5L15). These results confirmed set accelerator's strengthening action. This admixture increased the reactivity, which in turn increased CLSM mix strength, especially at early maturation stages.
Excavatability
The use of CLSM as backfill material for a pipeline requires the material to be excavatable in the future for repair or maintenance of the pipeline. Hence, the CLSM should not develop high strength in the future. Several approaches are in practice to predict the long term strength of CLSM. In this research, the approach used to study the excavatability of CLSM was described in the Hamilton County and City of Ohio (HAMCIN) specification for the performance of CLSMs in the field (HAMCIN: CLSM-CDF, 1996). As per this approach a parameter known as 1943-5533.0000965 Removability Modulus (RE) is determined based on the in-situ unit weight and the 28-day unconfined compressive strength of the CLSM mix using Eq. 2. The mix is passed as excavatable if the RE value is less than or equal to one and if the RE value is more than 1 the CLSM mix is discarded.
1.0 (2) Where, RE = Removability Modulus w = In-situ unit weight (pcf) C = 28-day unconfined compressive strength (psi)
Some of the aforementioned mixes whose 28 day compressive strengths are nearer or greater than 483 kPa (70 psi) were evaluated for excavatability using the approach explained above. Materials having RE factor less than or equal to 1 are said to be excavatable. Excavatability data of the select mixes is presented in Table 9 . For A type soil mixes prepared with 10% cement, 5% cement+10% lime, and 5% cement+10% lime and S1 set accelerator are found to be excavatable; whereas for type B soil, mixes with 5% cement+10% lime and 5% cement+15% lime are said to be excavatable with and without the use of set accelerator.
SUMMARY AND CONCLUSIONS
Successful native material utilization in CLSMs will reduce import of fine aggregates to the construction site, minimize carbon emissions arising from fine aggregate crushing plants, reduce the use of landfilling space and sites, and lessen the damage caused to pavement infrastructure due to export of excavated native material by large trucks. All these in turn will have societal implications as smooth construction of a pipeline without impacting the lives of public and infrastructure along the project site. Two soils, which are predominantly clayey soils in nature, were selected to evaluate their usage as fine aggregates in the CLSM mix design. Efforts were made to reduce the usage of cement to make the mix designs cost effective by varying binder types and binder proportions. This research developed a total of twenty four (24) CLSM mixes, using high plasticity clay alone, and a combination of high and low plasticity clays along with different types and dosages of chemical binders (cement, lime, and fly ash). A few of these mix designs used set accelerators to improve the setting times of CLSMs. The following summarizes the conclusions made from these research investigations.
1. Overall this research was successful in the developing mix designs for CLSM using native soils as a fine aggregate material. However, it was observed that high amounts of moisture contents will be required to make the mix flowable. 2. It was observed that an increase in cement content resulted in an increase of compressive strength and stiffness properties of the CLSM mixes made of both soil A and B. 3. It was also observed that samples with lime as co-stabilizer along with cement had resulted in higher strengths and stiffness than those prepared with the same percentages of Fly Ash and Cement. This kind of behavior is expected as lime has higher calcium content than fly ash. 4. Set accelerator used to lower the setting time enhanced the strength of A_C10_S1, A_C15_S1, B_C10_S1 and B_C15_S1 mixes making them hard to excavate in future for any repairs or maintenance. Hence, it is important to maintain a balance between the setting time and excavatability of the CLSM mix especially when using set accelerators. 5. The average 28 day compressive strength requirement of 483 to 1,034 kPa (70 to 150 psi) as per TRWD, was reached by A_C10, A_C15, A_C5L10_S1, B_C10, B_C5L10, B_C5L10_S1 and B_C5L15_S1 mixes. Table 10 presents these recommended mixes along with their relative quantities that could be tested for further evaluation and assessments in the field. This is an author-produced, peer-reviewed version of this article. The final, definitive version of this document can be found online at Journal of Materials in Civil Engineering, published by the American Society of Civil Engineers. Copyright restrictions may apply. doi: 10.1061/(ASCE) MT.1943-5533.0000965 This is an author-produced, peer-reviewed version of this article. The final, definitive version of this document can be found online at Journal of Materials in Civil Engineering, published by the American Society of Civil Engineers. Copyright restrictions may apply. doi: 10.1061/(ASCE) MT.1943-5533.0000965 This is an author-produced, peer-reviewed version of this article. The final, definitive version of this document can be found online at Journal of Materials in Civil Engineering, published by the American Society of Civil Engineers. Copyright restrictions may apply. doi: 10.1061/(ASCE) MT.1943-5533.0000965 
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